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Outdoor Cabinets

Type EK 073 Outdoor Cabinets | DIN Standard Cabinets

Areas of application

* Power supply
* Telecommunications
¢ Rail | road traffic management and control

Technical data

* The LC® cabinets have proven their worth in outdoor applications over a
long period of time.

* Made of recyclable thermoplastics manufactured by therme foam
injection moulding

» Standardised cable distribution cabinet

* Complying with YDE 0640, part 503, the external dimensions comply
with DIM 43629, part 1

* Fitting dimensions for standard base/plinth according to DIN 43429,
part 2

* Protection class Il

* Protection rating IP 43, IP 54

* Many possibilities to fit out the cabinets with accessories, for example
subplates or assembly frames

Features

s One or two doors with hinges, pivoted lock, prepared for the installation
of a profile half cylinder or 4-way key. The pivoted lock is waterproof
and dust proof according to profection rating IP 65, DIN 40050 and is
fully insulated

s Also available with partition and asymmetrical doors, i. e. separate
connection spaces (double lacking system)

* Standard colour similar to RAL 7038 sclid, other colours on request
- optional paintwork possible

* Size 00 can also be combined with the compact base/plinth/plinth EK
ose

* Profiling to discourage billposting

Applications

* |nstallation of up fo 5 NH-2 fuse bases

¢ |nstallation of threephase current meters [an additional instrument
plate with door contact, interior lighting and socket can be installed)

* |nstallation of terminal blocks

* Installation of switchgear for platform and street lighting

* |nstallation of compact amplifiers, taps of outdeor operation and
broadband housing connection

Figura:

EK 073 Size O cabinet [LIC
typ= OF) with one door and
pivated lack

Application:

In telecommunications as a cross
connection cabinet to house LSA-
Plus strips for exampls
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Outdoor Cabinets

Type EK 073 Outdoor Cabinets | DIN Standard Cabinets

Dimensions | Symmetrically arranged doors

Cabinet size
EK 073

External dimensions
WxH=xD

Clearance dimensicns
WxH=xD

Mounting
dimensions

Mounting dimensicns

Base /Plinth

EK 073 Size 00

450 x BF0 = 330 mm

A10 x 850 = 250 mm

360 = 180 mm

Without breakewary
technology

* EE 057 Size Q0

* EE 087 Size 00

« ER 222 Size Q0

With breakeaway technology
& EK 200 Size Q0

o EE 457 Size Q0

EK 073 5ize O

505 x B70 = 330 mm

545 x 850 x 250 mm

495 = 150 mm

Without breakaway
technology

* EK Q57 Size O

e B 222 Size 0

With breakaway technology
o EE 200 Size O

* EK 457 Size O

EK 073 Size 1

70 x BF0 x 330 mm

740 x 850 x 250 mm

90 x 180 mm

Without breakaway
technology

» EK 057 Size 1

« EK 222 Size |

With breakaway technology
* EK 200 5ize 1

* EK 457 Size 1

MEW: Pivated lock

* All cabinets are equipped with a pivoted lock prepared for the installation of a prefile half cylinder.
The pivoted lock is waterproof and dust proof according to protection rating IP 65, DIN 40050

and is fully insulated.

1120 % B70 x 330 mm

1070 x 850 x 250 mm

1020 x 160 mm

Without breakaway
technology

« EE Q57 Size 2

With breakaway technology
« EK 200 Size 2

* EK 457 Size 2
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Outdoor Cahinets

Type EK 073 Outdoor Cabinets | DIN Standard Cabinets Dot E e rpks

Dimensions | Asymmetrically arranged doors

Cabinet size External dimensions | Clearance dimensions | Mounting

EK 073 WxHxD WxHxD dimensions Base /Plinth
EK OF3 Size O
Without breakaway
technology

* EK 057 Size 0
* EK 222 5ize 0

With breakowery
technology

& EK 200 5ize 0
o EK 457 5ize 0

505 x 870 x 330 mm 545 x 850 x 250 mm 495 = 180 mm

P Y S

EK 072 Size 1
= = Without breakaway

technology
& EK Q57 Size 1

o EK 222 5ize |

With breakaway _—
technology

s EK 200 5ize 1

e EK 457 Size 1

TR0 w870 x 330 mm | 740 x B50 x 250 mm A0 x 180 mm

Without breakaway
technology

* EK 057 Size 2
120 870x 230 mm | 1070 x 850 x 250 mm | 1020 x 160 mm With breakowery
technology

o EK 200 5ize 2
* EK 457 Size 2
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Outdoor Cabinets

QOutdoor Cabinets

Practical examples EK 073 cabinets

EK 072 Size 2 cobinst
with connection to U
trunking on stilts in the

EK 072 Size 2 cobinst
with cable troy and
coupling holder

EK 073 Sizs 2 cobinst

aquipped with:

- LM technalagy for
cpenair installation

- Yoltage manitor

- Surge protection

- Sarvice sockst

- Intericr lighting with
momentary centact

- Cabinst heating with
tharmostat

- LOM raibwery station

- 1 = 3-phase currant
rreenitor

- TAE sacket with surge
pratection

- HPAS

Cabinet for DB Telematik
platform PA system
equipped with VKR
switchboard housing

DB network cabinst
2q uiEpad with tarminal
5

bl

EK 73 Size 0E cobinst

with PC subplate

equipped with:

- Universal compoct
amplifier

- dwary tap for autdoar
opsraticn

- Broadband housing

connecticn
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Outdoor Cabinets

Type EK 225 Size 2 Outdoor Cabinet | KVz 83 | Telekom Standard

Areas of application

Telecommunications
Power supply
Rail | road traffic management and contral

Technical data

The LUCE cabinets have proven their worth in outdoor applications over
a long period of time

Made of recyclable thermoplastics manutactured by therme foam
injection moulding

Fitting dimensions for Size 2 standard base/plinth according to DIN
43629

Profection elass Il

Profection rating IF 44, IP 54

External dimensions comply with modern telecommunications
requirements

Features

Two doors with joint rods, prepared for prefile half cylinder or
customised locks for a double locking system

Standard colour similar to RAL 7038, other colours on request. Paintwork
is in environmentally friendly water-based paints

Designed for the installation of @ mounting rack or subplate

Avdilable with enclosed floor plate and reof sealing

Prafiling to discourage billposting

App|iccﬁions

Mounting of junction devices [copper, fibre optic or broadband cables)
Housing of power supply units (boundary box, meter or circuit breaker
box)

Option to separate into communications area and power supply area
Installation of network power supplies or broadband amplifiers

Figure:
EK 225 cabinet / KVz 83 on
EK 057 base/Elinth
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Outdoor Cabinets

Type EK 225 Size 2 Outdoor Cabinet | KvVz 83 | Telekom Standard

Mournting dimensions

el -

Dimensions | I 123
|

-

.

Cabinet size External dimensions|Clearance dimensions|  Mounting Base,/Plinth
EK 225 / Kvz 83 WxHxD WxHxD dimensions
F EK;S :;:e £ Without breakaway
= technelogy
o EK 057 Size 2

1120 % 870 x 330 mm | 1070 x 850 x 250 mm | 1020 x 180 mm
With breakaway technology

EK 200 5ize 2
EK 457 5ize 2

Practical example EK 225 Size 2 | KVz 83

EK 225 Size 2 cabinet | KVz 83 for:
DB Telematik platform PA system
equipped with VER switchboard housing

|'s
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QOutdoor Cahinets

Type EK 245 Size oG Outdoor Cabinet | KVz 82 | Telekom Standard

Areas of application

» Telecommunications
* Power supply
¢ Rail | road traffic management and contral

Technical data

* The UC® cabinets have proven their worth in outdeor applications over
a long period of fime

Made of recyclable thermoplastics manufactured by therme foam
injection moulding

* Fitting dimensions for Size 0G base/plinth (base 84)

Profection class 1|

* Protection rafing IP 44, IP 54

Features

Figure:
EK 245 cabinet / Kvz 82 on
* One door with joint rod and door stay, prepared for profile half eylinder EK 265 base/plinth
or customised locks for a double locking system —_

* Designed for the installation of a mounting rack

¢ Subplate available

e Standard colour similar to RAL 7038 solid, other colours on request.
Paintwork is in environmentally friendly water-based paints

» Availoble with two doors for installation of max. 2400 DA

¢ Profiling to discourage billposting

Applications

* Mounting of junction devices [copper, fibre optic or broadband cables)

* Housing of power supply units {boundary box, meter or circuit breaker
biox)

¢ Installation of network power supplies or broadband amplifiers

¢ Setup of a fibre optic cable interface

|10

[-82455 Garmisch-Partenkirchen | Phone +49.8821.920-0 | Fax+40.8821.020-150 | E-Mailinfo@lic-langmatz.de | wwwlic-langmatzde |_|'CIII Langmatz é




Qutdoor Cabinets

Type EK 245 Size oG Outdoor Cabinet | KVz 82 | Telekom Standard

Mounting dimensions

Dimensions
Cabinet size External dimensions|Clearance dimensions|  Mounting Base,/Plinth
EK 245 / KNz B2 WxHxD WxHxD dimensions
EK 245 Size 0G Without breakoway
K\z g2 technology

EK 057 Size 0G

EK 222 Size 0G
754 x 908 x 313 mm 673 x B84 x 240 mm &18 x 140 mm

With breakaway technology

EK 200 Size 0G
EK 245 5ize 0G
EK 457 Size 0G

Practical example EK 225 Size 2 | KVz 83

EK 245 Size 05 cobinet | Kz 82 for:

DB network equipped with terminal
blocks

|11
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Cabinet/Base Combinations

Type EK 030 Cabinet/Base Combination | EVz | Column Cabinet for Mini Distributor

Areas of application

* Power supply
* Telscommunications

¢ Rail | road traffic management and contral

Technical data

* The UC® cabinets /bases have proven their werth in outdoor applications
over a long period of time

* Cabinet and bases are permanently connected and are delivered as a unit

* Made of recyclable thermoplastics manufactured by therme foam injection
maulding

¢ Complying with WVDE 0460, part 503

* Fitting dimensions comply with modarn power supply requirements

* Profection class 1l

* Protection rating IP 44, IP 54

Features

* Door with pivoted lock, prepared for profile half cylinder or customised
locks, deuble locking system also possible

¢ Standard colour similar to RAL 7038 solid - other colours on request.
Optional paintweork

* Profiling to discourage billposting

Applications

¢ Use as boundary box for example with three-phase current meter
» [nstallation of up to 2 NH-2 or 4 NH-00 fuse bases
* Installation of street lighting switchgear

/1

Figure:
EK 030 column cabinst for
mini distributor
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Cabinet/Base Combinations

Type EK 030 Cabinet/Base Combination | EVz | Column Cabinet for Mini Distributor

Dimensions

Cabinet size

External dimensions
BxHxT

Bk Q30
Calumn cabinet for mini distributor

Practical example EK 030 | EVz

EK 030 column cabinet for mini
distributor equipped with:

120 terminal blacks 2.5 mm? on a
tophat rail

Plastic ducts mounted on the left and
right side as cable duct

Ground rail with insulators

Without base plate

* Cabinet with base/plinth:
310x 1620 2215 mm

* Cabinet above ground:
310x 1020 x 215 mm

equipped with:

*  Additional &0 terminal blocks 2.5 mm?
on tophat rail for example

an the left and right side

* Ground rail with insulators
* Base plate with rubber slesves

EK 030 column cakinet for mini distributar

* 2 isolation brackets mounted on C rails

* Additional plastic ducts can be mounted

[i-8a455 Garmisch-Partenkirchen | Phane +45.880.020-0 | Fax+40.8821.920-150 | E-Mail info@lic-langmatz.de | wwealic-langmatzde
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Cabinet/Base Combinations

Type EK 030 Cabinet/Base Combination | StrV | Column Cabinet for Power Supply

Areas of application

¢ Power supply
* Telecommunications

* Rail | road traffic manogement and control

Technical data

* The EK 030 column cabinet for power supply is designed for the electrical
singlephase alternating current connection of outdoor systems
* The cabinet contains:
- boundary box (VDM approved)
- protected parking position for the two unused conductors 12 and L3
- o meter box with meter board (for the installation of a mechanical, single-
phase alternating current meter)
- power supply/consumer transfer block
- single pole main switch [optional)
- strain relief for incoming and outgoing cables
* Optional double locking system

¢ The column cabinet meets all VDE requirements relevant for the intended
use

¢ Cabinet and bases are permanently connected and are delivered as a unit

¢ Made of recyclable thermoplastics manufactured by thermo foam injection
maulding

* Complying with VDE 0460, part 503

= Fitting dimensions comply with modarn power supply requirements

* Profection class Il

* Protection rating IP 54

Features
Figure:

¢ Door with pivated lock, prepared for prefile holf eylinder or customised EK 030 / SVE 4 power
supply unit

locks, double locking system also possible

» Standard colour similar to RAL 7038 solid - other colours on request.
Optional paintwork

¢ Profiling to discourage billposting

Applications

* Power connection for cabinet power supply

| 1a
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Cahinet/Base Combinations

Type EK 030 Cabinet/Base Combination | StrV | Column Cabinet for Power Supply

Dimensions

Cebiinatsizs External dimensions
BxHxT

EK 030
Column cabinet for power supply

+ Cabinet with base /plinth:
310x 1620 x 215 mm

* Cabinet above ground:
310 x 1020 x 215 mm

Practical example EK 030 | StV

EK 030 column cabinst for power
supphy
* TCom version Typs 2 external
* prepared for profile half cylinder
* cabls strain relief
1x35-30 mm?
1xd4x2.5mm?

EK 030 column cabinet for power supply —~
* T-Com version Type 2 external equipped
with:
1 boundary box
1 s MHD0
* 1 meter box including supply lines and
transfer blocks for mechanical power meter

| 15
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Cabinet/Base Combinations

Type EK 204 Size oC Cabinet/Base Combination | plain cabinet | DIN Standard Cabinet
Type EK 304 Size 1C Cabinet/Base Combination | Plain cabinet | DIN Standard Cabinet

Areas of application

Power supply
Telecommunications

Rail | road traffic management and contral

Technical data

The LC® cabinets have proven their worth in outdoor applications over o

long period of time.

Made of recyclable thermoplastics manutactured by thermo foam injection

maulding

Standardised cable distribution cabinet

Complying with VDE 0460, part 503, the external dimensions comply
with DIN 43629, part 4

Protection class I

Protection rating IP 44

Cabinet/Base combination with breakaway technology

Many possibilities to fit out the cabinets with accessories, for example
subplates or assembly frames

Features

Type EK 204: Equipped with one door and pivoted lock (prepared for
profile half cylinder or customised locks)

Type EK 304: Equipped with two doors and pivated lock [prepared for
profile half eylinder or customised locks)

Coor can be easily removed

Standard colour similar to RAL 7038 solid, other colours on request,
Optional paintwark

Profiling te discourage billposting

Applications

Installation of up to 5 NH-2 fuse bases

Installation of fuseless plug-in units

Installation of three-phase current meters [an additional instrument plate
with door contact, interior lighting and socket can be installed)
Installation of switchgear for platform and street lighting

Installation of terminal blocks

Matural gas pipeline inline connectors

As an empty cabinet for various installations with optional subplate

Figure:

EK 204 Plain cabinet on base/
plinth

EK 204 [with breakawery
technology] with heavy EK 2462/
grating kase plate
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Cabinet/Base Combinations

Type EK 204 Size oC Cabinet/Base Combination | plain cabinet | DIN Standard Cabinet
Type EK 304 Size 1C Cabinet/Base Combination | plain cabinet | DIM Standard Cabinet
Dimensions

o B— External dimensions Clearance dimensions
WxHxD WxHxD

EK 204 Size OC

* Cabinet with base/plinth:
440 x 1596 x 210 mm

* Cabinet above ground: 420 x B&0 x 155
460 x 9946 x 210

e
EK 304 Size 1C

—

* Cabinet with base/plinth:
745 x 1406 x 225

* Cabinet above ground: ARU HE00x 170 me
T45 % 994 w225

Practical example EK 204 Size OC

EK 204 Size OC plain cabinst equipped
with:

* MH2 and MHOO fuse bases

* Fuss plug-in system
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