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GLS TYPE
A60

CLEAR DIMM LG5 - 4W

4 watt dimmable LED filament GLS style lamps

Application - Energy efficient LED lamp solutions, 4 watt models

Design Specifications
•	 Clear glass diffuser, E27 or BC base
•	 High efficiency LED filament and colour rendering CRI>80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional GLS lamp, dimmable, suits most GLS lamp fittings, double insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LG5-27B22D-C LG5/27B22D/C 240 4 500 2700 80 320 deg YES 60mm 
dia

105mm L

B22

LG5-27E27D-C LG5/27E27D/C 240 4 500 2700 80 320 deg YES 60mm 
dia

106mm L

E27

LG5-50B22D-C LG5/50B22D/C 240 4 550 5000 80 320 deg YES 60mm 
dia

105mm L

B22

LG5-50E27D-C LG5/50E27D/C 240 4 550 5000 80 320 deg YES 60mm 
dia

106mm L

E27

OPAL DIMM LG5 - 4W

4 watt dimmable LED filament GLS style lamps

Application - Energy efficient LED lamp solutions, 4 watt models

Design Specifications
•	 Opal polycarbonate diffuser, E27 or BC base
•	 High efficiency LED filament and colour rendering CRI>80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional GLS lamp, dimmable, suits most GLS lamp fittings, double insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LG5-27B22D LG5/27B22D 240 4 450 2700 80 320 deg YES 60mm 
dia

105mm L

B22

LG5-27E27D LG5/27E27D 240 4 450 2700 80 320 deg YES 60mm 
dia

106mm L

E27

LG5-50B22D LG5/50B22D 240 4 500 5000 80 320 deg YES 60mm 
dia

105mm L

B22

LG5-50E27D LG5/50E27D 240 4 500 5000 80 320 deg YES 60mm 
dia

106mm L

E27



GLS TYPE
A60

CLEAR DIMM LG9 - 8W

8 watt dimmable LED filament GLS style lamps

Application - Energy efficient LED lamp solutions, 8 watt models

Design Specifications
•	 Clear glass diffuser, ES or BC base
•	 High efficiency LED filament and colour rendering CRI>80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional GLS lamp, dimmable, suits most GLS lamp fittings, double insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LG9-27B22D-C LG9/27B22D/C 240 8 950 2700 80 320 deg YES 60mm 
dia

105mm L

B22

LG9-27E27D-C LG9/27E27D/C 240 8 950 2700 80 320 deg YES 60mm 
dia

105mm L

E27

LG9-50B22D-C LG9/50B22D/C 240 8 1000 5000 80 320 deg YES 60mm 
dia

105mm L

B22

LG9-50E27D-C LG9/50E27D/C 240 8 1000 5000 80 320 deg YES 60mm 
dia

105mm L

E27

OPAL DIMM LG9 - 8W

8 watt dimmable LED filament GLS style lamps

Application - Energy efficient LED lamp solutions, 8 watt models

Design Specifications
•	 Opal polycarbonate diffuser, E27 or BC base
•	 High efficiency LED filament and colour rendering CRI>80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional GLS lamp, dimmable, suits most GLS lamp fittings, double insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LG9-27B22D LG9/27B22D 240 8 900 2700 80 320 deg YES 60mm 
dia

105mm L

B22

LG9-27E27D LG9/27E27D 240 8 900 2700 80 320 deg YES 60mm 
dia

106mm L

E27

LG9-50B22D LG9/50B22D 240 8 950 5000 80 320 deg YES 60mm 
dia

105mm L

B22

LG9-50E27D LG9/50E27D 240 8 950 5000 80 320 deg YES 60mm 
dia

106mm L

E27



GLS TYPE
A60

CLEAR SPHERICAL LG95 - 6W

6 watt dimmable LED filament clear spherical lamp

Application - Energy efficient LED lamp solutions, B22 or E27 bases

Design Specifications
•	 Clear glass diffuser, B22 or E27 bases
•	 High efficiency LED filament and colour rendering, CRI>80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional spherical lamp, dimmable, suits most spherical lamp fittings, double 

insulation

Performance - Dimmable - YES - Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LG95-27B22D-C LG95/27B22D/C 240 6 750 2700 80 320 deg YES 95mm dia
138mm L

B22

LG95-27E27D-C LG95/27E27D/C 240 6 750 2700 80 320 deg YES 95mm dia
140mm L

E27

LG95-50B22D-C LG95/50B22D/C 240 6 800 5000 80 320 deg YES 95mm dia
138mm L

B22

LG95-50E27D-C LG95/50E27D/C 240 6 800 5000 80 320 deg YES 95mm dia
140mm L

E27

OPAL SPHERICAL LG95 DIM - 10W

10 watt dimmable LED SMD opal spherical lamp

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser
•	 Poly covered aluminium body, B22 or E27 lamp bases
•	 High efficiency SMD LED chips, beam 240 degree
•	 Integral trailing edge dimmable LED driver
•	 Colour temperature 3000K / 6000K, CRI >80
•	 1:1 size to traditional spherical lamp, dimmable, suits most spherical lamp fittings, double 

insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LG95-830B22 LG95/830B22 240 10 900 3000 80 240 deg YES 95mm dia
135mm L

B22

LG95-830E27 LG95/830E27 240 10 900 3000 80 240 deg YES 95mm dia
135mm L

E27

LG95-860B22 LG95/860B22 240 10 950 6000 80 240 deg YES 95mm dia
135mm L

B22

LG95-860E27 LG95/860E27 240 10 950 6000 80 240 deg YES 95mm dia
135mm L

E27



GLS TYPE
A60

OPAL LGS4TC - 4W

4 watt LED SMD GLS style opal lamps, with selectable colour temperature

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser, beam distribution 200 degree
•	 Poly covered aluminium body, B22 and E27 lamp bases
•	 High efficiency SMD LED chips, CRI>80
•	 Integral non-dimmable LED driver
•	 Colour temperature selectable 2700K/4000K/6000K
•	 1:1 size to traditional GLS / A60 lamp, suits most GLS / A60 lamp fittings, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LGS4TC-B22 LGS4TC/B22 240 4 350/400/350 2700/4000/6000 80 200 deg NO 60mm 
dia

112mm L

B22

LGS4TC-E27 LGS4TC/E27 240 4 350/400/350 2700/4000/6000 80 200 deg NO 60mm 
dia

112mm L

E27

OPAL LGS8TC - 8W

8 watt LED SMD GLS style opal lamps, with selectable colour temperature

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser, beam distribution 200 degree
•	 Poly covered aluminium body, B22 and E27 lamp bases
•	 High efficiency SMD LED chips, CRI>80
•	 Integral non-dimmable LED driver
•	 Colour temperature selectable 2700K/4000K/6000K
•	 1:1 size to traditional GLS / A60 lamp, suits most GLS / A60 lamp fittings, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LGS8TC-B22 LGS8TC/B22 240 8 700/750/700 2700/4000/6000 80 200 deg NO 60mm 
dia

112mm L

B22

LGS8TC-E27 LGS8TC/E27 240 8 700/750/700 2700/4000/6000 80 200 deg NO 60mm 
dia

112mm L

E27



GLS TYPE
A60

OPAL LGS10TC - 10W

10 watt LED SMD GLS style opal lamps, with selectable colour temperature

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser, beam distribution 200 degree
•	 Poly covered aluminium body, B22 and E27 lamp bases
•	 High efficiency SMD LED chips, CRI>80
•	 Integral non-dimmable LED driver
•	 Colour temperature selectable 2700K/4000K/6000K
•	 1:1 size to traditional GLS / A60 lamp, suits most GLS / A60 lamp fittings, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LGS10TC-B22 LGS10TC/B22 240 10 900/1000/950 2700/4000/6000 80 200 deg NO 60mm 
dia

112mm L

B22

LGS10TC-E27 LGS10TC/E27 240 10 900/1000/950 2700/4000/6000 80 200 deg NO 60mm 
dia

112mm L

E27

OPAL DIMM LGS14D - 14W

14 watt dimmable LED SMD GLS style opal lamps

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser, beam distribution 200 degree
•	 Poly covered aluminium body, B22 and E27 lamp bases
•	 High efficiency SMD LED chips, CRI > 80
•	 Integral trailing edge dimmable LED driver
•	 Colour temperature 3000K / 4000K / 6000K
•	 1:1 size to traditional GLS / A60 lamp, dimmable, suits most GLS / A60 lamp fittings, 

double insulation

Performance - Dimmable - YES, Dimmer Type - TRAILING EDGE

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LGS14TC-B22 LGS14TC/B22 240 14 1250/1300/1350 3000/4000/6000 80 240 deg YES 60mm 
dia

112mm L

B22

LGS14TC-E27 LGS14TC/E27 240 14 1250/1300/1350 3000/4000/6000 80 240 deg YES 60mm 
dia

114mm L

E27



CANDLE
LAMP

CANDLE CLEAR DIM LCA - 4W

4 watt dimmable LED filament candle style clear lamps

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Clear glass diffuser, SES, SBC, ES or BC base
•	 High efficiency LED filament 
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K, CRI > 80
•	 1:1 size to traditional candle lamp, dimmable, suits most candle lamp fittings, double 

insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LCA27B15D-C LCA27B15D/C 240 4 450 2700 80 320 deg YES 37mm dia
95mm L

B15

LCA27B22D-C LCA27B22D/C 240 4 450 2700 80 320 deg YES 37mm dia
91mm L

B22

LCA27E14D-C LCA27E14D/C 240 4 450 2700 80 320 deg YES 37mm dia
97mm L

E14

LCA27E27D-C LCA27E27D/C 240 4 450 2700 80 320 deg YES 37mm dia
92mm L

E27

LCA50B15D-C LCA50B15D/C 240 4 450 5000 80 320 deg YES 37mm dia
95mm L

B15

LCA50B22D-C LCA50B22D/C 240 4 450 5000 80 320 deg YES 37mm dia
91mm L

B22

LCA50E14D-C LCA50E14D/C 240 4 450 5000 80 320 deg YES 37mm dia
97mm L

E14

LCA50E27D-C LCA50E27D/C 240 4 450 5000 80 320 deg YES 37mm dia
92mm L

E27



CANDLE
LAMP

CANDLE OPAL DIM LCA - 4W

4 watt dimmable LED filament candle style opal lamps

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal glass diffuser, SES, SBC, ES or BC base
•	 High efficiency LED filament and colour rendering, CRI >80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional candle lamp, dimmable, suits most candle lamp fittings, double 

insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LCA27B15D LCA27B15D 240 4 400 2700 80 320 deg YES 37mm dia
95mm L

B15

LCA27B22D LCA27B22D 240 4 400 2700 80 320 deg YES 37mm dia
91mm L

B22

LCA27E14D LCA27E14D 240 4 400 2700 80 320 deg YES 37mm dia
97mm L

E14

LCA27E27D LCA27E27D 240 4 400 2700 80 320 deg YES 37mm dia
92mm L

E27

LCA50B15D LCA50B15D 240 4 400 5000 80 320 deg YES 37mm dia
95mm L

B15

LCA50B22D LCA50B22D 240 4 400 5000 80 320 deg YES 37mm dia
91mm L

B22

LCA50E14D LCA50E14D 240 4 400 5000 80 320 deg YES 37mm dia
97mm L

E14

LCA50E27D LCA50E27D 240 4 400 5000 80 320 deg YES 37mm dia
92mm L

E27



FANCY ROUND 
LAMP

FANCY ROUND CLEAR DIM LFR - 4W

4 watt dimmable LED filament fancy round clear style lamps

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Clear glass diffuser, B15, B22, E14, E27 bases
•	 High efficiency LED filament and colour rendering CRI>80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional fancy round lamp, dimmable, suits most fancy round lamp fittings, 

double insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LFR27B15D-C LFR27B15D/C 240 4 450 2700 80 320 deg YES 45mm 
dia

75mm L

B15

LFR27B22D-C LFR27B22D/C 240 4 450 2700 80 320 deg YES 45mm 
dia

71mm L

B22

LFR27E14D-C LFR27E14D/C 240 4 450 2700 80 320 deg YES 45mm 
dia

77mm L

E14

LFR27E27D-C LFR27E27D/C 240 4 450 2700 80 320 deg YES 45mm 
dia

73mm L

E27

LFR50B15D-C LFR50B15D/C 240 4 450 5000 80 320 deg YES 45mm 
dia

75mm L

B15

LFR50B22D-C LFR50B22D/C 240 4 450 5000 80 320 deg YES 45mm 
dia

71mm L

B22

LFR50E14D-C LFR50E14D/C 240 4 450 5000 80 320 deg YES 45mm 
dia

77mm L

E14

LFR50E27D-C LFR50E27D/C 240 4 450 5000 80 320 deg YES 45mm 
dia

73mm L

E27



FANCY ROUND 
LAMP

FANCY ROUND OPAL DIM LFR - 4W

4 watt dimmable LED filament fancy round opal style lamps

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal glass diffuser, B15, B22, E14, E27 bases
•	 High efficiency LED filament and colour rendering, CRI >80
•	 Integral trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional fancy round lamp, dimmable, suits most fancy round lamp fittings, 

double insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LFR27B15D LFR27B15D 240 4 400 2700 80 320 deg YES 45mm 
dia

75mm L

B15

LFR27B22D LFR27B22D 240 4 400 2700 80 320 deg YES 45mm 
dia

71mm L

B22

LFR27E14D LFR27E14D 240 4 400 2700 80 320 deg YES 45mm 
dia

77mm L

E14

LFR27E27D LFR27E27D 240 4 400 2700 80 320 deg YES 45mm 
dia

73mm L

E27

LFR50B15D LFR50B15D 240 4 400 5000 80 320 deg YES 45mm 
dia

75mm L

B15

LFR50B22D LFR5B22D 240 4 400 5000 80 320 deg YES 45mm 
dia

71mm L

B22

LFR50E14D LFR50E14D 240 4 400 5000 80 320 deg YES 45mm 
dia

77mm L

E14

LFR50E27D LFR50E27D 240 4 400 5000 80 320 deg YES 45mm 
dia

73mm L

E27



REFLECTOR

R SERIES LR50 - 6W

6 watt LED directional lamp R lamps

Application - Energy efficient LED lamp solutions, E14 lamp base

Design Specifications
•	 Opal polycarbonate diffuser,120 degree beam distribution
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips
•	 Integral non-dimmable LED driver
•	 Colour temperatures 2700K / 6000K, CRI>80
•	 1:1 size to traditional R lamp, suits most R shape lamp fittings, double insulated

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LR50WW LR50WW 240 6 430 2700 80 120 deg NO 50mm 
dia

E14

LR50DL LR50DL 240 6 430 6000 80 120 deg NO 50mm 
dia

E14

R SERIES LR63 - 8W

8 watt LED directional lamp R lamps

Application - Energy efficient LED lamp solutions, E27 lamp base

Design Specifications
•	 Opal polycarbonate diffuser, 120 degree beam distribution
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips
•	 Integral non-dimmable LED driver
•	 Colour temperatures 2700K / 6000K, CRI > 80
•	 1:1 size to traditional R lamp, suits most R lamp fittings, double insulated

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LR63WW LR63WW 240 8 600 2700 80 120 deg NO 63mm dia E27

LR63DL LR63DL 240 8 600 6000 80 120 deg NO 63mm dia E27



REFLECTOR

R SERIES LR80 - 9W

9 watt LED directional lamp R lamps

Application - Energy efficient LED lamp solutions, E27 lamp base

Design Specifications
•	 Opal polycarbonate diffuser, 120 degree beam distribution
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips
•	 Integral non-dimmable LED driver
•	 Colour temperatures 3000K / 6000K, CRI > 80
•	 1:1 size to traditional R lamp, non-dimmable, suits most R lamp fittings, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LR80WW LR80WW 240 9 850 3000 80 120 deg NO 80mm 
dia

E27

LR80DL LR80DL 240 9 850 6000 80 120 deg NO 80mm 
dia

E27

R SERIES LR95 - 9W

9 watt LED directional lamp R lamps

Application - Energy efficient LED lamp solutions, E27 lamp base

Design Specifications
•	 Opal polycarbonate diffuser, 120 degree distribution
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips
•	 Integral non-dimmable LED driver
•	 Colour temperatures 3000K / 6000K, CRI > 80
•	 1:1 size to traditional R lamp, suits most R lamp fittings, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Dim 
(mm)

Base 
Type

LR95WW LR95WW 240 9 850 3000 80 120 deg NO 95mm dia E27

LR95DL LR95Dl 240 9 850 6000 80 120 deg NO 95mm dia E27



PAR 
LAMP

LED IP65 LPAR20 - 7W

7 watt PAR20 LED, IP65, E27 lamp base

Application - Perfect for retail and residential spaces

Design Specifications
•	 Opal polycarbonate diffuser
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips, beam 100 degree
•	 Integral non-dimmable LED driver, E27 lamp base
•	 CCT 3000K / 6000K, CRI > 80
•	 Double insulation, designed for equivalent IP rated PAR floodlights, installed in under 

covered eave environments

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

LPAR20WW LPAR20WW 240 7 600 3000 80 100 deg NO E27

LPAR20DL LPAR20DL 240 7 600 6000 80 100 deg NO E27

LED IP65 LPAR30 - 9W

9 watt PAR30 LED, IP65, E27 lamp base

Application - Perfect for retail and residential spaces

Design Specifications
•	 Opal polycarbonate diffuser
•	 Poly covered aluminium body, short neck
•	 High efficiency SMD LED chips, beam 100 degree
•	 Integral non-dimmable LED driver, E27 lamp base
•	 CCT 3000K / 6000K, CRI > 80
•	 Double insulation, designed for equivalent IP rated PAR floodlights, installed in under 

covered eave environments

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

LPAR30WW LPAR30WW 240 9 800 3000 80 100 deg NO E27

LPAR30DL LPAR30DL 240 9 800 6000 80 100 deg NO E27



PAR 
LAMP

LED IP65 LPAR38 - 12W

12 watt PAR38 LED, IP65, E27 lamp base

Application - Perfect for retail and residential spaces

Design Specifications
•	 Opal polycarbonate aluminium body, double insulated
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips, beam 100 degree
•	 Integral non-dimmable LED driver, E27 lamp base
•	 Selectable colour temperature 3000K/4000K/6000K, CRI > 80
•	 Double insulation, designed for equivalent IP rated PAR floodlights, installed in under 

covered eave environments

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

LPAR38TC LPAR38TC 240 12 1050 3000/4000/6000 80 100 deg NO E27



GU10 
LAMP

GU10L TC - 4/6W

High efficiency GU10L TC LED lamps 

Application - Energy efficient LED lamp solutions, ideal for residential luminaires

Design Specifications
•	 Frosted polycarbonate lens
•	 Poly covered aluminium body
•	 High efficiency SMD LED chip, CRI >80
•	 Integral LED driver, non-dimmable, 240V
•	 Colour temperature selectable 3000K / 4000K / 6000K
•	 Beam distribution 50° , GU10 lamp base, double insulated

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

GU10L350TC GU10L350TC 240 4 360/400/380 3000/4000/6000 80 50 deg NO GU10

GU10L550TC GU10L550TC 240 6 500/600/550 3000/4000/6000 80 50 deg NO GU10

GU10LA750 DIM - 9W

High Efficiency dimmable 9 watt GU10 LED lamps

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Frosted polycarbonate body
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips, CRI > 80, 
•	 Integral dimmable driver, 240V, double insulated
•	 CCT 3000K / 4000K / 6000K
•	 Beam distribution 60 degree, GU10 lamp base

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

GU10LA750WW GU10LA750WW 240 9 700 3000 80 60 deg YES GU10

GU10LA750CW GU10LA750CW 240 9 730 4000 80 60 deg YES GU10

GU10LA750DL GU10LA750DL 240 9 750 6000 80 60 deg YES GU10



GU10 
LAMP

GU10LR750 - 9W

High Efficiency 9 watt GU10 LED lamps

Application - Energy efficient LED lamp solutions, ideal for residential GU10 luminaires

Design Specifications
•	 Frosted polycarbonate lens
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips, CRI > 80
•	 Integral non-dimmable driver, 240V
•	 CCT 3000K / 4000K / 6000K, beam distribution 60 degree
•	 GU10 lamp base, double insulated

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

GU10LR750WW GU10LR750WW 240 9 700 3000 80 60 deg NO GU10

GU10LR750CW GU10LR750CW 240 9 730 4000 80 60 deg NO GU10

GU10LR750DL GU10LR750DL 240 9 750 6000 80 60 deg NO GU10



MR16 
LAMP

LED MR16 DIM - 9W

Dimmable 9 watt - MR16 profile LED

Application - Residential interior spaces

Design Specifications
•	 Shockproof frosted polycarbonate lens
•	 Die cast aluminium body
•	 High efficiency SMD LED chips
•	 The essential driver is the SAL MINI60 and the recommended dimmer is the SAL SDA450U. 

Dependent upon circuit and load configurations, the addition of a load correction 
capacitor may be required.

•	 Beam distribution 60 degree, CRI > 80
•	 GU5.3 lamp base

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

MR16DIM9W-WW MR16DIM9W/WW 12 9 500 3000 80 60 deg YES GU5.3

MR16DIM9W-CW MR16DIM9W/CW 12 9 550 4000 80 60 deg YES GU5.3

MR16DIM9W-DL MR16DIM9W/DL 12 9 550 6000 80 60 deg YES GU5.3

LED MR16 TC - 4/6W

Non-dimmable 4 watt / 6 watt - MR 16 profile shape LED, with selectable colour temperature

Application - Ideal for any residential interior space

Design Specifications
•	 Shockproof frosted polycarbonate lens
•	 Die-cast aluminium body
•	 High efficiency SMD LED chips
•	 Recommended driver is the SAL MINl60
•	 Beam distribution 38 degree
•	 Selectable colour temperature 3000K/4000K/6000K, lamp base GU5.3

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Base 
Type

MR16-5W-TC MR16/5W/TC 12 4 360/400/380 3000/4000/6000 80 38 deg NO GU5.3

MR16-7W-TC MR16/7W/TC 12 6 500/600/550 3000/4000/6000 80 38 deg NO GU5.3



SPHERICAL 
LAMP

CLEAR SPHERICAL LG125 - 8W

8 watt dimmable LED filament clear spherical lamp

Application - Energy efficient Deco LED lamp solutions, B22 or E27 bases

Design Specifications
•	 Clear glass diffuser, B22 or E27 bases
•	 High efficiency LED filament and colour rendering, CRI > 80
•	 Integal trailing edge dimmable LED driver
•	 320° beam angle
•	 Colour temperature 2700K / 5000K
•	 1:1 size to traditional spherical lamp, dimmable, suits most spherical lamp fittings, double 

insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LG125-27B22D-C LG125/27B22D/C 240 8 950 2700 80 320 deg YES 125mm 
dia

173mm L

B22

LG125-27E27D-C LG125/27E27D/C 240 8 950 2700 80 320 deg YES 125mm 
dia

173mm L

E27

LG125-50B22D-C LG125/50B22D/C 240 8 1000 5000 80 320 deg YES 125mm 
dia

173mm L

B22

LG125-50E27D-C LG125/50E27D/C 240 8 1000 5000 80 320 deg YES 125mm 
dia

173mm L

E27

OPAL LG125 DIM - 13W

13 watt dimmable LED SMD opal spherical lamp

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser
•	 Poly covered aluminium body, B22 or E27 lamp bases
•	 High efficiency SMD LED chips, beam 240 degree
•	 Integral trailing edge dimmable LED driver
•	 Colour temperature 3000K / 6000K, CRI >80
•	 1:1 size to traditional spherical lamp, dimmable, suits most spherical lamp fittings, double 

insulation

Performance - Dimmable - YES, Dimmer Type - TRAILING EDGE

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LG125-830B22 LG125/830B22 240 13 1100 3000 80 240 deg YES 120mm 
dia

158mm L

B22

LG125-830E27 LG125/830E27 240 13 1100 3000 80 240 deg YES 120mm 
dia

158mm L

E27

LG125-860B22 LG125/860B22 240 13 1200 6000 80 240 deg YES 120mm 
dia

158mm L

B22

LG125-860E27 LG125/860E27 240 13 1200 6000 80 240 deg YES 120mm 
dia

158mm L

E27



VINTAGE 
DECO

TUBULAR CLEAR LT25 - 2W

2 watt LED filament tubular lamp

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Clear glass diffuser, E14 base, 240V
•	 High efficiency LED filament and colour rendering, CRI> 80
•	 Integral non-dimmable LED driver
•	 320° beam angle
•	 Colour temperature 3000K
•	 Suitable to replace equivalent incandescent tubular lamp or pilot lamp, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LT25F830E14-CLEA LT25F830E14 240 2 200 3000 80 320 deg NO 25mm 
dia

84mm L

E14

SPHERICAL DECO LG125FD - 1W

1 watt LED filament spherical deco lamp

Application - Energy efficient LED lamp solutions, ideal for restaurants 
and residential features

Design Specifications
•	 Champagne coloured glass diffuser for decorative applications
•	 High efficiency LED filament and colour rendering
•	 Integral non-dimmable LED driver, E27 base
•	 320° beam angle
•	 Colour temperature 2200K
•	 Double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LG125FD822E27 LG125FD822E27 240 1 100 2200 80 320 deg NO 125mm 
dia

175mm L

E27



VINTAGE 
DECO

VINTAGE DECO LST21 - 8W DIM

8 watt Dimmable LED filament vintage deco lamp, B22 & E27 base

Application - Energy efficient LED lamp solution, ideal for restaurants and residential interiors

Design Specifications
•	 Glass diffuser for decorative applications
•	 High efficiency LED filament and colour rendering, CRI>80, choice of CCT 3000K or 5000K
•	 Integral dimmable LED driver, 240V
•	 320° beam distribution
•	 Double insulation

Performance - Dimmable - YES, Dimmer Type - Trailing edge

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT 
(K)

CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LST21WW-B22D-C LST21WW/B22D/C 240 8 1050 3000 80 320 deg YES 64mm 
dia

140mm L

B22

LST21WW-E27D-C LST21WW/E27D/C 240 8 1050 3000 80 320 deg YES 64mm 
dia

140mm L

E27

LST21NDL-B22D-C LST21NDL/B22D/C 240 8 1050 5000 80 320 deg YES 64mm 
dia

140mm L

B22

LST21NDL-E27D-C LST21NDL/E27D/C 240 8 1050 5000 80 320 deg YES 64mm 
dia

140mm L

E27

VINTAGE DECO LST21FD - 1W

1 watt LED filament vintage deco lamp, E27 base

Application - Energy efficient LED lamp solutions, ideal for restaurants and residential features

Design Specifications
•	 Champagne coloured glass diffuser for decorative applications
•	 High efficiency LED filament and colour rendering, CRI>80, CCT 2200K
•	 Integral non-dimmable LED driver, 240V
•	 320° beam angle
•	 Colour temperature 2200K

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LST21FD822E27 LST21FD822E27 240 1 100 2200 80 320 deg NO 70mm 
dia

140mm L

E27



PILOT LAMP & 
TUBE LIGHTS

LED TUBE LT8 TC - 9/24W

LED shatter-proof tube, G13 base 

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Fits new T8 LED fixtures or retrofit T8 fluorescent fixtures (Magnetic Ballast)
•	 Traditional full glass shatter-proof poly coated body construction, G13 lamp base
•	 High efficiency SMD LED chips, CRI >80, beam 320°
•	 Integral non-dimmable LED driver, 9, 18 or 24 watt models
•	 Colour temperature selectable 3000K / 4000K / 6000K
•	 No flicker, instant start, Safety LED fuse included, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens (lm) CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LT8-60TC LT8/60TC 240 9 900/1100/1000 3000/4000/6000 80 320 deg NO 28mm dia
589mm L

G13

LT8-120TC LT8/120TC 240 18 1800/2200/2000 3000/4000/6000 80 320 deg NO 28mm dia
1198mm L

G13

LT8-150TC LT8/150TC 240 24 2300/2500/2400 3000/4000/6000 80 320 deg NO 28mm dia
1500mm L

G13

PILOT CLEAR LP25 - 1.5W

1.5 watt LED filament tubular pilot lamp

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Clear glass diffuser, E14 base, 240V
•	 High efficiency LED filament and colour rendering, CRI>80
•	 Integral trailing edge non-dimmable LED driver
•	 320° beam angle
•	 Colour temperature 3000K
•	 Suitable to replace equivalent incandescent tubular lamp or pilot lamps, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LP25F830E14-CLEA LP25F830E14 240 1.5 150 3000 80 320 deg NO 25mm 
dia

58mm L

E14



TUBULAR 
LAMPS

LT SERIES LT407TC - 7W

7 watt LED SMD tubular lamps, with selectable colour temperature

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips, beam 200 degree
•	 Integral non-dimmable LED driver
•	 Selectable colour temperature 3000K / 4000K / 6000K, CRI > 80
•	 Suits most CFL lamp fitting, lamp bases B22, E27, B15, E14, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LT407TC-B15 LT407TC/B15 240 7 650/700/650 3000/4000/6000 80 200 deg NO 40mm 
dia

98mm L

B15

LT407TC-E14 LT407TC/E14 240 7 650/700/650 3000/4000/6000 80 200 deg NO 40mm 
dia

101mm L

E14

LT407TC-B22 LT407TC/B22 240 7 650/700/650 3000/4000/6000 80 200 deg NO 40mm 
dia

101mm L

B22

LT407TC-E27 LT407TC/E27 240 7 650/700/650 3000/4000/6000 80 200 deg NO 40mm 
dia

102mm L

E27

LT SERIES LT409TC - 9W

9 watt LED SMD tubular lamps, with selectable colour temperature

Application - Energy efficient LED lamp solutions

Design Specifications
•	 Opal polycarbonate diffuser
•	 Poly covered aluminium body
•	 High efficiency SMD LED chips, beam 200 degree
•	 Integral non-dimmable LED driver
•	 Selectable colour temperature 3000K / 4000K / 6000K, CRI > 80
•	 Suits most CFL lamp fitting, lamp bases B22, E27, double insulation

Code Cat# Input Voltage 
(V/AC)

Power 
(W)

Lumens 
(lm)

CCT (K) CRI Beam 
Angle

Dimmable Size 
(mm)

Base 
Type

LT409TC-B22 LT409TC/B22 240 9 850/900/850 3000/4000/6000 80 200 deg NO 40mm 
dia

101mm L

B22

LT409TC-E27 LT409TC/E27 240 9 850/900/850 3000/4000/6000 80 200 deg NO 40mm 
dia

102mm L

E27

LT409TC-B22D LT409TC/B22D 240 9 850/900/950 3000/4000/6500 80 240 deg YES 40mm 
dia

106mm L

B22

LT409TC-E27D LT409TC/E27D 240 9 850/900/950 3000/4000/6500 80 240 deg YES 40mm 
dia

107mm L

E27




